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	Recipient:      

	Plan Name:                                                                 
	Received:     

	Representative:     

	Plan Reviewed by:                                                   
	Date:     

	· This review tool is to be used to determine KHC’s requirements have been included in the construction plans and specifications for single family dwellings. KHC’s plan review staff will use this checklist to identify any issues regarding your plan submittal. 
· Any items checked “No” may require modification to your drawings, modification of your specifications, submittal of an addendum to the plans or specifications, or submittal of missing information. 
· Items that are not marked are not required or applicable for this review.
· Site specific items are not required if the plans are designed for use on multiple lots.

	This plan set reviewed for    FORMCHECKBOX 
site specific     FORMCHECKBOX 
non site specific    requirements.

	Plan Set

	Plan Information

	Yes
	No
	

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	Foundation Plan is drawn to ¼”=1’ Scale

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	Foundation plan includes all typical, porches, decks, carport, walks & driveways.

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	Floor Plan is drawn to ¼”=1’ Scale

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	Floor Plan includes window and door locations and dimensions.

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	Floor Plan indicates whether dimensions are from stud to stud, or center to center, or finish wall to finish wall.

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	Floor Plan includes dimensions of bath vanity.

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	Floor Plan includes dimensions for hallways 18” and longer in length,

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	Floor Plan includes bathroom dimensions for Universal Design compliance. See UD section for more detail.

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	Plans include wall section, details on porch roofs, and supporting structure from bottom of footer up to and including roof @ ½” scale.

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	Plans include Porch and Deck details/sections @ ½” scale.  Details should include structural supports, floor joists, headers, girders, stair construction, guard rails, hand rails.

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	Plans include Elevations of front, sides and rear @ ¼” scale.

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	Plans include Site plan including all porches, decks, carport, walks and driveways (if site specific) are drawn to1” = 40’ minimum scale. Note: A site plan is not required if plans are not site specific. See building code section for more detail.

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	Plans do not contain correction fluid (i.e., Wite-Out/Liquid Paper); notes or revisions written in pencil or ink; or hand drawn figures or details.

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	

	Energy Conservation Documentation

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	Plan includes documentation from REScheck or other approved source that the building envelope exceeds the code requirements by 20 percent. (Only when KHC Minimum Design Standards apply) REScheck information, software, and on-line training are available at http://www.energycodes.gov/rescheck/. See Minimum Design section for more detail.

	
	
	

	Specifications

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	KHC specifications are adopted or specifications are in proper format and have been submitted with plans.

	
	
	

	
	
	

	
	
	

	
	
	

	Universal Design

	

	 Universal Design       applies  FORMCHECKBOX 
         does not apply  FORMCHECKBOX 
          to this project.

	

	Hallways

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	Hallways, 18” or greater in depth, are shown 42” minimum clear width (finish wall to finish wall). 


	Interior Doorways

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	Passage doors from room to room, including all bedroom doors and all primary bedroom closet doors, are shown at net clear opening of 32”. Doorways to smaller secondary closets, linen, storage, coat, mechanical and secondary bedroom closets that are less than 4’ wide x 2’ deep, are not required to have a net clear opening of 32” but is preferred.

	Bathrooms

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	A minimum of one full KHC universally designed bathroom is located on the grade level. 

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	Clear floor space for the lavatory is shown centered in a forward or parallel approach. In a side approach, the 48” dimension shall be parallel to the lavatory. In a forward approach, the 48” dimension shall be perpendicular to the lavatory. The bowl shall be centered in either the 30” or 48” dimension. The clear area shall be free from all wall projections, tub, shower, toilet or the lavatory base. If a wall-hung, “breakaway-style” base or pedestal lavatory is used, the clear space may encroach a maximum of 19” underneath the base in a forward approach design.

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	Toilets are shown to be centered a minimum of 18” from any corner wall, base cabinet or tub.

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	Plans or specs reference wall reinforcement behind the toilet, tub and/or shower or properly anchored and supported grab bars. Americans with Disability Act (ADA) compliant reinforced tubs may be used.

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	Plans or specs reference height and type of reinforcement for future grab bars. The wall reinforcement shall be located 33” to 36” AFF (above finished floor). 2” x 10” wood blocking, plywood or other approved material may be installed for future grab bars.

	Faucets

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	Plans or specs reference single-lever faucets or ADA-approved faucets to be installed at all sinks, showers and tubs.

	Entrance

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	Plans show an exterior level platform with a minimum of 5’x 5’ clear floor space (structural and decorative supports may overlap perimeter of the clear floor space).

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	Plans show an elevation change no greater than 1/2” of the interior finished floor at the point of entrance.

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	Plans or specs reference height of threshold.


	Electrical

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	Plans or specs reference height above finished floor for light switches, fan switches and thermostats. Control devices shall have a maximum height of 48” centered on the switch or thermostat face cover. Mounting heights for electrical outlets shall have minimum height of 15” AFF from the bottom outlet or a maximum height of 48” AFF from the top outlet. Note: If an outlet or switch is obstructed by a base cabinet or countertop, then the maximum height for a switch or outlet shall be 46” AFF.

	Bedrooms

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	  Plans show a minimum of one bedroom on the grade level.

	Exterior Access

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	Access from the vehicular parking to the entry door is shown in the site design. The walkway from the parking area to the entry door must be 42” wide and made of concrete, asphalt, wood or other hard surface material approved by KHC. 

Exception: Unless it is impractical to do so because of terrain or unusual characteristics of the site (reviewed on a case by case basis). Note: If a site plan is not included in the plan set, this must be addressed in the specifications for non site specific plan sets only.

	Minimum Design

	

	Minimum Design              applies  FORMCHECKBOX 
               does not apply  FORMCHECKBOX 
           to this project

	

	Division I: General Requirements

	Building Codes

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	Current Kentucky Residential code is referenced in the plans or specs.

	Energy Efficiency

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	Building envelope design documentation exceeding the energy efficiency

requirements of the KRC by at least 20 percent are provided. (Rescheck or other)

	Unit Size

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	Minimum Square footage requirements are met.

Two Bedroom units require 800 sq. ft. or greater

Three Bedroom units require 1000 net sq. ft. or greater

Three bedroom units less than 1000 sq.ft. and greater than 863 sq.ft. must meet special conditions. See MD guidelines.

Four Bedroom units require 1100 sq. ft. or greater

	Division II: Site Work

	Entries

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	Plans show a concrete, treated wood, or other hard surface exterior stoop, porch, or deck at a minimum of 5’ x 5’ at the main entry.. 

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	Plans show a roof to cover at least a 5’ x 5’ area over the main entry.

	Utilities Services

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	Plans show unit equipped with washer and dryer hookups. Laundry facilities located on the second floor shall be equipped with a washer overflow pan piped to carry the overflow to an appropriate location.

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	Plans or specs indicate telephone locations or wiring.

	Walkways

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	Plans or specs address walkways from the entrance to the parking area.

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	Plans or specs address walkways are to meet minimum width of 42”.

	Division III: Concrete

	Concrete Finishes

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	Plans or specs address finish of poured in-place walls exceeding three feet or more exposure.

	Division IV: Masonry

	Concrete Masonry Units (CMU)

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	Plans or specs address finish of CMU walls exceeding three feet or more exposure.

	Face Brick

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	Plans or specs address brick material. Brick shall be ASTM C 216, Type FBS, Grade SW, or equivalent, modular size.

	Division V: Metals

	Metal Ties

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	Plans or specs address metal tie down straps (commonly called hurricane straps) at each bearing location of each roof truss, rafter, and ceiling joist.

	Division VI: Woods and Plastics/Rough Carpentry/Millwork

	Cabinets & Drawers

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	Plans or specs indicate that cabinet fronts shall be made of solid wood (not particleboard); doors, draws and fronts shall be factory finished. Cabinet ends shall be finished with appropriate veneer. All cabinets shall be Kitchen Cabinet Manufacturers Association (KCMA) approved.

	Roof Construction

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	Plans show roof at a pitch equal or greater than 4” vertical to 12” horizontal. Porch roofs are an exception.

	Division VII: Thermal and Moisture Protection

	Fascias

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	Plans or specs indicate fascias are protected by one or more of the following methods.

Metal: 0.019”minimum thickness, pre-finished aluminum, (coil stock).
Exposed Wood: Exposed wood should be redwood, cedar, or pressure treated.

Composite: Must be Hardiplank or factory equivalent, primed, with two-coat minimum

finish.

	Roof

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	Plans or specs indicate Shingles: 235 lb. seal tab type over 15 lb. felt, with minimum 25-year product warranty.

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	Plans or specs indicate Gutters and Downspouts: Shall be prefinished aluminum, minimum 5” gutter and minimum 2” x 3” downspout. All downspouts shall empty onto concrete splash blocks or be piped to an appropriate location.

	Siding

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	Plans or specs indicate weather resistant exterior siding consisting of one or more of the following methods.

Composite: Hardiplank or factory equivalent, primed, with two-coat minimum finish.
Metal: 0.024” minimum thickness aluminum or galvanized steel with factory finish.

Vinyl: 0.040” minimum thickness, UV protected.

Wood: Cedar or redwood stained or primed once with two-coat minimum finish.

	Wet Walls

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	Plans or specs indicate water-resistant gypsum board (commonly called green board) on all walls in the bathroom and within six horizontal feet of wall surfaces where the drywall can be splashed such as kitchen sink, next to water heater and/or washing machine. Water-resistant gypsum, when used on ceilings must be rated for the span.

	Division VIII: Doors, Windows, and Glazing

	Door Hardware

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	Specs or plans address material or finish of exterior and/or interior door hardware.

	Exterior Doors

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	Plans or specs specify 1 ¾” doors made of steel or other equally durable material, insulated, unless of solid wood (not particleboard) and be appropriately finished as recommended by the manufacturer.

	Windows

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	Plans or specs specify window frames must be of solid vinyl, fiberglass, wood or wood clad.

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	Plans or specs specify window glazing shall be double paned.

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	Plans or specs specify windows shall have a minimum one-year warranty on the operation of the window.

	Division IX: Finishes

	Exterior Ceiling

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	Porch ceiling details show solid backing such as OSB or plywood when using vinyl or aluminum material for porch ceilings.

	Exterior Finishes

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	Plans or specs address finish of exposed wood, posts and columns, and handrails.

	Finished Floor Treatments

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	Plans or specs address floor finishes.

	Interior entries

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	Plans or specs address an uncarpeted finished floor area, no less than sixteen (16) square feet, at the interior side of the main entry door.

	Interior Doors

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	Plans or specs address or indicate proper finish of interior doors. Paint = Minimum one coat primer and two coats satin or semi gloss on all sides and faces.  Stain = stain or oil on all sides and faces, with three-coat varnish, polyurethane finish. Factory finished doors are acceptable.

	Interior Wall Finishes

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	Plans or specs address or indicate proper finish of interior walls. Paint: primed once, two-coat finish. Use gloss, semi-gloss, or satin finish for bathrooms, laundry, and kitchens.

	Division X: Specialties

	Closet Storage/Accessories

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	Plans or specs indicate that closets contain a 12” deep shelf, including a coat rod. Shelves with integrated hangar hooks may also be used.

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	Plans or specs indicate a mailbox installed per U.S. Postal Service Regulations.

	Division XI: Equipment

	Bath

	Bath Accessories

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	Plans or specs include all of the following items.

a) medicine cabinet with mirror 16” wide by 20” tall (minimum)

b) wall hung toilet paper dispenser

c) 18” (minimum) towel bar

	Bath Tub

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	Plans or specs indicate material and/or dimensions of tub. (30” min)

	Faucets

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	Plans or specs indicate material and/or type of faucets. (no plastic)

	Sink

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	Plans or specs indicate material and/or size of sink. (15” min)

	Shower

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	Plans or specs indicate material and/or size of shower. (36” x 36” min)

	Toilet

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	Plans or specs indicate material and/or flush capacity of toilet. (Minimum Design max 1.6 gpf)   (Green Building max 1.3 gpf)

	Protection/Suppression Accessories

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	Plans show required locations of smoke detector/alarms. Smoke Alarms shall be interconnected so that when one alarm sounds they all sound. Smoke alarms shall be powered with 120-volt house current, and a battery backup.

	Kitchen

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	Plans or specs indicate material and/or finish of countertops.

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	Plans or specs indicate material and/or type of faucet.

	Hoods

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	Plans or specs indicate a range hood with a minimum 150 CFM capacity vented to the exterior of the building.

	Sink

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	Plans or specs indicate material and/or depth of sink.

	Laundry

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	Plans or specs indicate an overflow pan for laundry equipment located above the grade floor.

	Division XIII: Special Construction

	Equipment/Storage Enclosures

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	Plans or specs address the type, size, and location of exterior storage area.

	Division XV: Mechanical

	Heating Ventilating and Air Conditioning Equipment

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	Plans or specs indicate the use of high efficiency equipment. Heat pump systems shall have a minimum SEER (Seasonal Energy Efficiency Rating) rating of 13.00 with a minimum HSPF (Heating Seasonal Performance Factor) rating of 7.7. Fuel oil and gas fired furnaces and boilers shall have an AFUE efficiency of 90 percent or better. Electric resistance-only heat systems are not permitted. Alternative HVAC systems may be approved by KHC.

Note: If Energy Star rated heating/cooling equipment is used, ratings must be at minimum 14.5 SEER/12 EER/8.5 HSPF

	Plumbing Accessories

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	Plans or specs indicate washers and hot water heaters located on the second floor or higher have overflow pans piped to positive drain outside or into drain waste vent.

	Piping

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	Plans or specs indicate insulated water lines in all crawl areas. 

	Division XVI: Electrical

	Exterior Luminaries

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	Plans or specs indicate luminaries located at all entrances. 

	Interior Luminaries

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	Plans or specs indicate interior luminaries in each room, hall, stair, walk in closet, over the cooking area, the sink area, the general kitchen or dining area, over the lavatory area, and the general bathroom area.

	Building Code Comments

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	Exterior walls are rated for location within 5’ of property line and openings are restricted to maximum of 25% of wall area. Note: No openings allowed if less than 3’ to property line. (Required only when placing the structure within 5’ of a property line.)

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	Emergency escape windows are properly sized in bedrooms.

	Energy Star Features

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	Energy Star features submitted with plan set.

	    Energy Star Features        FORMCHECKBOX 
apply                 FORMCHECKBOX 
does not apply       to this project.

	    Energy Star features identified in the plans and or specs are checked below:

 FORMCHECKBOX 

Inclusion of Energy Star rated heating and cooling products.  Homes equipped with heat pumps which have programmable thermostats shall be required to use “adaptive recovery” technology in order to prevent excessive use of electric back-up heating.

 FORMCHECKBOX 

All windows Energy Star qualified for Kentucky’s climate zone. 

 FORMCHECKBOX 

All Energy Star qualified ceiling fans, light fixtures and ventilation fans.

 FORMCHECKBOX 

Three or more of the following Energy Star qualified appliances: clothes washer, dehumidifier, dishwasher, refrigerator or range hood. 

	Green Building Techniques Checklist

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	Green Building Techniques submitted with plan set

	 Green Building Techniques    FORMCHECKBOX 
apply          FORMCHECKBOX 
do not apply        to this project.


	Green Building Techniques identified in the plans and or specs are checked below:

	To receive points, applicants proposing new construction or demolition/reconstruction projects must select at least seven (7) from the following green building techniques for units to be produced in this project. 
Applicants proposing owner-occupied rehabilitation or acquisition/rehabilitation/resale projects must propose at least one (1) green building technique to receive points.

(Refer to Application Guidelines, pages 31- 33, for additional guidance).

 FORMCHECKBOX 

All adhesives, sealants and primers used on the interior of the building shall comply with South Coast Air Quality Management District Rule #1168.  Acceptable volatile organic compound (VOC) limits are listed in the table provided at the following web address: http://www.arb.ca.gov/DRDB/SC/CURHTML/R1168.PDF 

 FORMCHECKBOX 

Use of fifty percent (50%) of wood based materials and products which are certified in accordance with the Forest Stewardship Council’s (FSC) Principles and Criteria for wood building components.   

 FORMCHECKBOX 

Open space – provide vegetated open space area equal to:  1) 20 percent of the project site area, or 2) equal to the building foot print.  Vegetated open space is defined as gardens, plant beds, and fish ponds with plants, shrubs or trees.

 FORMCHECKBOX 

Install compact fluorescent light bulbs (CFLs) throughout the unit.

 FORMCHECKBOX 

Provide an easily accessible area dedicated to the collection and storage of non-hazardous materials for recycling, including (at a minimum) paper, corrugated cardboard, glass, plastics and metals.  Homeowner is responsible for ensuring the proper disposal and removal of the recyclables.

 FORMCHECKBOX 

Utilize rapidly renewable floor materials such as bamboo, cork or eucalyptus.

 FORMCHECKBOX 

Install a programmable thermostat.  (Note: if a heat pump is installed in the unit, a programmable thermostat specifically designed for heat pump systems must be utilized.)

 FORMCHECKBOX 

Develop and implement a construction waste management plan that recycles or salvages at least fifty percent (50%) of non-hazardous construction and demolition debris.

 FORMCHECKBOX 

Install a tank less water heater.  (Note: proper installation requires that the heating unit satisfies demand capacity and that the manufacturer’s energy requirements be strictly followed.)

 FORMCHECKBOX 

Use recycled, salvaged, refurbished or reused materials such that the sum of these materials constitutes at least ten percent (10%) of the total value of materials on the project.

 FORMCHECKBOX 

Use building materials which have been extracted, harvested, recovered or manufactured within five hundred (500) miles of the project site for a minimum of ten percent (10%) of the total material costs.

 FORMCHECKBOX 

Central hot water manifold trunk no more than 6 feet, insulated to R-4, with no branch line exceeding 20 feet.

 FORMCHECKBOX 

Compact hot water supply line design with no run over 20 feet from water heater.

 FORMCHECKBOX 

Use carpeting which meets the product testing requirements of the Carpet and Rug Institute’s Green Label Plus program.  

 FORMCHECKBOX 
     The average flow rate for all lavatory faucets must be < 2.0 gpm.


 FORMCHECKBOX 
     The average flow rate for all showers must be < 2.0 gpm.


 FORMCHECKBOX 
     Install all toilets that have one or more of the following (counts as one feature):

· an average flow rate of < 1.3 gallons per flush.

· are dual-flush and meet the requirements of ASME A112.19.14.

· meet the U.S. EPA WaterSense specification and be certified and labeled accordingly.

 FORMCHECKBOX 
     All domestic hot water piping shall have R-4 insulation. Insulation shall be properly installed on all piping elbows to adequately insulate the 90-degree bend. 

 FORMCHECKBOX 
     Prior to construction, create detailed framing plans or scopes of work and accompanying architectural details for use on the job site. Indicate the specific locations, spacing, and sizes of all framing members in the floors, walls, roof and ceiling (if different from the roof).

 FORMCHECKBOX 
     Prior to construction, create a detailed cut list in lumber order that corresponds directly to the   framing plans and/or scopes of work.
 



